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ZH Full Color Sync & Async Manual
(Applies to Model: ZH-X1/X2/X2L/X4/X4L/C920/C920L)

I. Create A New Screen

1. First, double clicking [image: image29.png]®

o
. ZH LED Display Control System



 to open the software, it will pops up a window to creating a new screen. Choose the suitable model type ZH-XXX in “ Screen Type ” (take ZH-X2 for example) . Adjust the width and height of the screen, then click “OK ”
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II. Screen Set

Click “ Setting ”---“ Display settings”
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After the device information refreshed, click the setting button and enter the password 168.
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Choose the appropriate resolution (The height and width of the resolution must be larger than or equal to the actual height and width of the screen at the same time), then click “ Set ”.

Note: After changing the resolution, the device will automatically restart, and the software will automatically close this interface. after the device restart, can enter into the page for other settings.

[image: image5.png]@ Parameters Setting

Plajbor  Sosn Bowrd  Sersen Comection

Set the resclution
Resolution(videh x height)

1024 % 512 g B
561 x 320
00 x 1280 px
512 x 1024 7x
640 x 480 p
640 x 800 px
765 x 680 7x

s b

Refresh Rate.

@

Set

Close

e




Click “ Scan Board ”, select the suitable model type.
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Click “ Screen Connection ”, configure the connection relation of the corresponding receiving card, and send to the hardware. 
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Note: Single network cable max loading 650,000 points, the max height: 1024, and the max width: 2048. When exceeding, multiple network ports are required, when configuring, first select the serial port number, then configure the connection relationship, and then send it to the hardware, and then save to the hardware.
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After the above steps are completed, the display screen will display normally.

III. Edit Content

Click “ New ” --- “File Window”, and add materials.
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IV. Upload Content

U disk Upload Content

①U disk export: click the “Export” button in the top right corner of the software.
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②Enter the export interface, if you have add time, please click “Time correction”, then click “Export”.
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③After back up is finished, click “ok”, then unplug U disk and plug into led display screen.
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LAN Cable Send Content

①Click the “Send” button in the top right corner of the software.
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②After the transcoding is completed, the sending interface will pop up, select the corresponding device, and click “ Send ” to send the content.
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WiFi Send Content

Due to information security issues, the factory default WiFi is closed. Therefore, customers need to turn on WiFi manually. The steps are as follows:

⑴. Using Ethernet cable line to open WiFi:
① Click “Control--Asynchronous Management”.
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② Choose the device, and click “ WIFI setting ”.
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③Choose “Enable”, make sure the WiFi name and password, then click “setting”.
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④After link this WiFi can send content. (For the steps, please refer to the network cable sending) 
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⑵. Using U-disk to open WiFi

① Click “Control--Asynchronous Management”.
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② Select the device and click “ Export settings ”.
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③Choose “Network Setting ” --- “WiFi Setting” --- “Enable”, make sure the WiFi name and password, then click “Export”--- “OK”.
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④After link this WiFi can send content. (For the steps, please refer to the network cable sending)
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Note: This product supports one-key switch between Sync and Async. When power on, the “PWR” indicator is always on and the “RUN” indicator flashes, which indicate normal operation. By default, the “BOX” indicator light is always on when power on, that is asynchronous state at this time, will play the video source stored in the card. If switch to synchronize the video source input, click the “CHANNEL” button on the right, each time you click, it will switch to one type video source, the order is: HDMI 1, HDMI 2, VGA. If the synchronous video source switched to without signal, it automatically switches to “BOX” to play asynchronous content. To prevent accidental touch, after selecting the desired video source, press and hold the “CHANNEL” button for 3S, it will lock to the current video source. If you need to unlock, press and hold it again for 3s. When the synchronized video source is locked, press the “CHANNEL” button again to switch between partial and full screen. 

The debugging steps are as follows:
Click “ Setting ”---“ Display settings”
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After the device information refreshed, click the setting button and enter the password 168.
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3. Click “Advanced” in the upper right corner of the “Sending Board” interface.
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Find the corresponding signal source, set the input resolution to be the resolution of the input signal source. Set the actual height and width of the display after choose “Partial display”, and finally click “Set”. After the playback box is connected to the synchronization signal source, partial screen and full screen switching can be realized.

[image: image28.png]@ Parameters Setting

Plajbor  Sosn Bowrd  Sersen Comection

28t Fomat [SE—

Set the resclution

Resolution(videh x height) 1920 x 1080 px - Befresh Rate: 60 ¥
Asynchronous signal setting
Play box resolution 1920 x 1080 O Part Display stat [ 3] seweyo 3] wiaen[io 3] weigw[om 2
Synchroni zation signdl setting

ey

Tnput Reselution(y x b): [1920 x 1080 px ~] Erequency: 60 B

Part display

Color arder

Red-GreanBlue ¥ set

Close





www.zhonghangled.com/en

